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Silniki ogólnego przeznaczenia

Aluminiowe

	B3 (łapy)
	B5 (kołnierz)
	B14
	B34
	B35 (łapy+kołnierz)


Żeliwne

	B3 (łapy)
	B5 (kołnierz)
	B35 (łapy+kołnierz)




 

Rysunki – aluminiowe B3 (łapy) 2P

WP-DA80M B3

WP-DA90SX B3

WP-DA100LF B3

WP-DA132SX B3

WP-DA160M B3

WP-DA160L B3

WP-DA180M B3

Rysunki – aluminiowe B3 (łapy) 4P

WP-DA90SX-B3

WP-DA90LX-B3

WP-DA100LF B3

WP-DA112MX B3

WP-DA132SX B3

WP-DA132MX B3

WP-DA160M B3

WP-DA160L B3

WP-DA180M B3

WP-DA180L B3

Rysunki – aluminiowe B3 (łapy) 6P

WP-DA80M-B3

WP-DA100LF-B3

WP-DA112MX-B3

WP-DA132SX-B3

WP-DA132MX B3

WP-DA160M-B3

WP-DA160L-B3

WP-DA180L-B3



Rysunki – aluminiowe B5 (kołnierz) 2P

WP-DA80M B5

WP-DA90SX B5

WP-DA90LX B5

WP-DA100LF B5

WP-DA112M B5

WP-DA132SX B5

WP-DA160M B5

WP-DA160L B5

WP-DA180M B5

Rysunki – aluminiowe B5 (kołnierz) 4P

WP-DA90SX B5

WP-DA90LX B5

WP-DA100LF B5

WP-DA112MX B5

WP-DA132SX B5

WP-DA132MX B5

WP-DA160M B5

WP-DA160L B5

WP-DA180M B5

WP-DA180L B5

Rysunki – aluminiowe B5 (kołnierz) 6P

WP-DA100LF B5

WP-DA112MX B5

WP-DA132SX B5

WP-DA132MX B5

WP-DA160M B5

WP-DA160L B5

WP-DA180L B5

Rysunki – aluminiowe B14 (kołnierz) 2P

WP-DA80M B14

WP-DA90SX B14

WP-DA90LX B14

WP-DA100LF B14

WP-DA112M B14

WP-DA132SX B14

WP-DA160M B14

WP-DA160L B14

Rysunki – aluminiowe B14 (kołnierz) 4P

WP-DA90SX B14

WP-DA90LX B14

WP-DA100LF B14

WP-DA112MX B14

WP-DA132SX B14

WP-DA132MX B14

WP-DA160M B14

WP-DA160L B14

Rysunki – aluminiowe B14 (kołnierz) 6P

WP-DA100LF B14

WP-DA112MX B14

WP-DA132SX B14

WP-DA132MX B14

WP-DA160M B14

WP-DA160L B14

Rysunki – aluminiowe B34 (łapy+kołnierz) 2P

WP-DA80M B34

WP-DA90SX B34

WP-DA90LX B34

WP-DA100LF B34

WP-DA112M B34

WP-DA132SX B34

WP-DA160M B34

WP-DA160L B34

Rysunki – aluminiowe B34 (łapy+kołnierz) 4P

WP-DA90SX B34

WP-DA90LX B34

WP-DA100LF B34

WP-DA112MX B34

WP-DA132SX B34

WP-DA132MX B34

WP-DA160M B34

WP-DA160L B34

Rysunki – aluminiowe B34 (łapy+kołnierz) 6P

WP-DA100LF B34

WP-DA112MX B34

WP-DA132SX B34

WP-DA132MX B34

WP-DA160M B34

WP-DA160L B34



Rysunki – aluminiowe B35 (łapy+kołnierz) 2P

WP-DA80M B35

WP-DA90SX B35

WP-DA90LX B35

WP-DA100LF B35

WP-DA112M B35

WP-DA132SX B35

WP-DA160M B35

WP-DA160L B35

WP-DA180M B35

Rysunki – aluminiowe B35 (łapy+kołnierz) 4P

WP-DA90SX B35

WP-DA90LX B35

WP-DA100LF B35

WP-DA112MX B35

WP-DA132SX B35

WP-DA132MX B35

WP-DA160M B35

WP-DA160L B35

WP-DA180M B35

WP-DA180L B35

Rysunki – aluminiowe B35 (łapy+kołnierz) 6P

WP-DA100LF B35

WP-DA112MX B35

WP-DA132SX B35

WP-DA132MX B35

WP-DA160M B35

WP-DA160L B35

WP-DA180L B35



Rysunki – żeliwne B3 (łapy)

	Outline – DF112M B3 DTD – W26GF0125T.pdf
	outline – DF180ML B3 DTD – W47GF0123T.pdf
	outline – DF100L B3 DTD – W24GF0124T.pdf
	outline – DF100L_F B3 DTD.pdf
	outline – DF132SM B3 DTD.pdf
	outline – DF132SM_X B3 DTD – W32GF0056T.pdf
	outline – DF160ML B3 DTD – W41GF0119T.pdf
	outline – DF200LX IC411 DTD B3.pdf
	outline – DF225M 2P IC411 DTD B3.pdf
	outline – DF225M 4P IC411 DTD B3.pdf
	outline – DF225S 4P IC411 DTD B3.pdf
	outline – DF250M 2P IC411 DTD B3.pdf
	outline – DF250M 4P IC411 DTD B3.pdf
	outline – DF250S 2P IC411 DTD B3.pdf
	outline – DF250S 4P IC411 DTD B3.pdf
	outline – DF280M 2P IC411 DTD B3.pdf
	outline – DF280M 4P IC411 DTD B3.pdf
	outline – DF280S 2P IC411 DTD B3.pdf
	outline – DF280S 4P IC411 DTD B3.pdf
	outline – DF315L 2P IC411 DTD B3.pdf
	outline – DF315L 4P IC411 DTD B3.pdf
	outline – DF315M 2P IC411 DTD B3.pdf
	outline – DF315M 4P IC411 DTD B3.pdf
	outline – DF315S 2P IC411 DTD B3.pdf
	outline – DF315S 4P IC411 DTD B3.pdf
	outline – DF355L 2P IC411 DTD B3.pdf
	outline – DF355L 4P IC411 DTD B3.pdf
	outline – DF355M 2P IC411 DTD B3.pdf
	outline – DF355S 2P IC411 DTD B3.pdf
	outline – DF355S 4P IC411 DTD B3.pdf
	outline – DF80M B3 CRD.pdf
	outline – DF90SL_X B3 DTD – W22GF0036T.pdf
	outline UDF280ME 4P IC411 DTD B3.pdf




Rysunki – żeliwne B5 (kołnierz)

	outline – DF100L B5 DTD – W24GD0093T.pdf
	outline – DF100L_F B5 DTD – W24GD0141T.pdf
	outline – DF112M B5 DTD – W26GH0135T.pdf
	outline – DF132MX B5 DTD – W32GD0032T.pdf
	outline – DF132SM B5 DTD – W32GD0122T.pdf
	outline – DF160ML B5 DTD – W41GH0118T.pdf
	outline – DF180ML B5 DTD – W47GD0120T.pdf
	outline – DF80M B5 CRD.pdf
	outline – DF90SL_X B5 DTD – W22GD0069T.pdf
	outline WP-DF200LX IC411 B5 DTD.pdf
	outline WP-DF225M 2P IC411 B5 DTD.pdf
	outline WP-DF225M 4P IC411 B5 DTD.pdf
	outline WP-DF225S 4P IC411 B5 DTD.pdf
	outline WP-DF250M 2P IC411 B5 DTD.pdf
	outline WP-DF250M 4P IC411 B5 DTD.pdf
	outline WP-DF250S 2P IC411 B5 DTD.pdf
	outline WP-DF250S 4P IC411 B5 DTD.pdf
	outline WP-DF280M 2P IC411 B5 DTD.pdf
	outline WP-DF280M 4P IC411 B5 DTD.pdf
	outline WP-DF280S 2P IC411 B5 DTD.pdf
	outline WP-DF280S 4P IC411 B5 DTD.pdf
	outline WP-DF315L 2P IC411 B5 DTD.pdf
	outline WP-DF315L 4P IC411 B5 DTD.pdf
	outline WP-DF315M 2P IC411 B5 DTD.pdf
	outline WP-DF315M 4P IC411 B5 DTD.pdf
	outline WP-DF315S 2P IC411 B5 DTD.pdf
	outline WP-DF315S 4P IC411 B5 DTD.pdf
	outline WP-DF355L 2P IC411 B5 DTD.pdf
	outline WP-DF355L 4P IC411 B5 DTD.pdf
	outline WP-DF355M 2P IC411 B5 DTD.pdf
	outline WP-DF355S 2P IC411 B5 DTD.pdf
	outline WP-DF355S 4P IC411 B5 DTD.pdf




Rysunki – żeliwne B35 (łapy+kołnierz)

	Outline – DF132SM B35 DTD – W32GH0121T.pdf
	outline – DF100L B35 DTD – W24GH0140T.pdf
	outline – DF100L_F B35 DTD – W24GH0153T.pdf
	outline – DF112M B35 DTD – W26GH0126T.pdf
	outline – DF132SM_X B35 DTD – W32GD0117T.pdf
	outline – DF160ML B35 DTD – W41GH0108T.pdf
	outline – DF180SM B35 DTD – W47GH0109T.pdf
	outline – DF200LX IC411 DTD B35.pdf
	outline – DF225M 4P IC411 DTD B35.pdf
	outline – DF225M IC411 DTD B35.pdf
	outline – DF225S 4P IC411 DTD B35.pdf
	outline – DF250M 4P IC411 DTD B35.pdf
	outline – DF250M IC411 DTD B35.pdf
	outline – DF250S 4P IC411 DTD B35.pdf
	outline – DF250S IC411 DTD B35.pdf
	outline – DF280M 4P IC411 DTD B35.pdf
	outline – DF280M IC411 DTD B35.pdf
	outline – DF280S 4P IC411 DTD B35.pdf
	outline – DF280S IC411 DTD B35.pdf
	outline – DF315L 4P IC411 DTD B35.pdf
	outline – DF315L IC411 DTD B35.pdf
	outline – DF315M 4P IC411 DTD B35.pdf
	outline – DF315M IC411 DTD B35.pdf
	outline – DF315S 4P IC411 DTD B35.pdf
	outline – DF315S IC411 DTD B35.pdf
	outline – DF355L 2P IC411 DTD B35.pdf
	outline – DF355L 4P IC411 DTD B35.pdf
	outline – DF355M IC411 DTD B35.pdf
	outline – DF355S 4P IC411 DTD B35.pdf
	outline – DF355S IC411 DTD B35.pdf
	outline – DF80M B35 CRD.pdf
	outline – DF90SL_X B35 DTD – W22GH0035T.pdf


 


Aktualności

Nowe wytyczne Komisji Europejskiej w zakresie minimalnej sprawności silników elektrycznych
Na początku lipca 2021 roku wejdzie w życie rozporządzenie 2019/1781 ustalające wymagania dotyczące ekoprojektu dla silników elektrycznych i układów bezstopniowej regulacji obrotów. Na mocy nowych przepisów uregulowane zostaną wymagania odnośnie silników indukcyjnych, które wcześniej nie były objęte rozporządzeniem. Prosimy o zapoznanie się z informacją zarządu w tej sprawie. 


Czwarte wezwanie do złożenia posiadanych dokumentów akcji
Zarząd spółki ATB Tamel Spółka Akcyjna z siedzibą w Tarnowie, przy ul. Elektrycznej 6, wpisanej do Krajowego Rejestru Sądowego pod nr 0000026274, działając na podstawie art. 16 ustawy z dnia 30 sierpnia 2019 roku o zmianie ustawy – Kodeks spółek handlowych oraz niektórych innych ustaw wzywa akcjonariuszy spółki ATB Tamel Spółka Akcyjna do złożenia posiadanych […]


Trzecie wezwanie do złożenia posiadanych dokumentów akcji
Zarząd spółki ATB Tamel Spółka Akcyjna z siedzibą w Tarnowie, przy ul. Elektrycznej 6, wpisanej do Krajowego Rejestru Sądowego pod nr 0000026274, działając na podstawie art. 16 ustawy z dnia 30 sierpnia 2019 roku o zmianie ustawy – Kodeks spółek handlowych oraz niektórych innych ustaw wzywa akcjonariuszy spółki ATB Tamel Spółka Akcyjna do złożenia posiadanych […]






ATB Tamel S.A.

			ul. Elektryczna 6

33-100 Tarnów

telefony:

centrala: +48 14 632 11 33

fax: +48 14 621 96 64

mail: office.tamel@tamel.pl
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Zapraszamy do składania zapytań ofertowych

			Obsługa klienta krajowa

mail: zapytanie@tamel.pl

tel: +48 14 632 14 53 

Obsługa klienta eksport

mail: inquiry@tamel.pl

+48 14 632 15 60

+48 14 632 16 01

+48 14 632 16 43 
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